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BT-819/ BT-918 / BT-921 Duad band GSM Booster

DIY Kit accessories

Fastening Bracket
15m RG/6U

coaxial Cable

/ AC Adaptor
I1A-GD2, IA-GU2

Dual Band Indoor Antenna

Outdoor
Panel Antenna Wood Screws / Screws

Step 1. Install the Outdoor Panel Antenna WARNING:

@ Drill three holes in the wall and put 1. The Panel Antenna must be installed lower than
the Screws in the lightning rod.

® Screw the Fastening Bracket to the wall 2. If could, connect a metal wire from the Bracket
by using the Wood Screws of Panel Antenna to ground,

® Install the Outdoor Panel Antenna on or the metal water pipe.
the Bracket 3. The Panel Antenna don’t be toward the home.

( to prevent Loop oscillation )
Step 2. Connect Indoor Antenna and the Unit

® [nstall the Indoor Antenna on the Main
Unit and keep it vertically

Step 3. Connect Outdoor Antenna and the Unit

® Connect Outdoor Antenna and the Unit
by using the RG 6/U Coaxial Cable
® Plug the Power Adaptor into the Main Unit
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(install in the wall)
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2. If could, connect a metal wire from the Bracket of

Step 2. Connect Outdoor Antenna and the Unit Panel Antenna to ground, or the metal water pipe.
® Connect Outdoor Antenna and the Unit by 3. The Panel Antenna don’t be toward the home.
using the RG 6/U Coaxial Cable. ( to prevent Loop oscillation )

Step 3. Install the Main Unit

® Install the Indoor Antenna on the Main Unit
and keep it vertically.

® Plug the Power Adaptor into the Main Unit.

® Remain the Main Unit leave away
from the window.

e Put the Main Unit in the center of
the home or room.

(install on a pole)
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